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—

APPLIC!AEILITYal?TEE Wsomc AREA RULE

FOR WINGS OF TRIANGULAR F!LANFORM

By William A. Page

SUMMARY

Experiment&L measurements have been made of the zero-lift drag rise
at transonic speeds of a family of triangular plan form wings of varydng
thiclmess sad aspect ratio mounted on a cylindrical body. Together tith

. the trsnsonic similarity parameters, the results of the tests are used
to define the range of applicabilityy of the transonic area rule for wings

d of triangular plan fOrm. The significance of the test results is
discussed.

INTRODUCTION

Since the discovery of the transonic area rule by Whitcomb, a great
deal of effort has been expended by many investigators to determine the
usefulness and limitations of the rule when applied to a wide variety of
aerodynamic shapes. A major point of interest is the degree of slender-
ness required for the successful application of the area rule. This point
has been considered in reference 1 wherein it was shown how the sonic
drag-rise values for affinely related wings can be ansQzed in terms of
the transonic similarity parameters to indicate the range of applicability
of the transonic area rule. The method of analysis was applied to avail- .—
able experimental data for a large fsmily of rectangular plan form wings,
and the rsnge of geometric variables was found sufficient to define the
limitation of the area rule to such wings.

.

.

It is the purpose of the present report to extend the Imowledge
regarding the range of applicability of the transonic area rule to the
case of wings of triangular plan form. To accomplish this objective,
measurements were made in a transonic wind tunnel of the zero-lift drag
of a family of triangular wings of varying thictiess and aspect ratio.
To provide a practical means of support in the tunnel the wings were
centrally mounted on a long cylindrical body. The body geometry was chosen
to simulate an infinite cylinder, smd the ratio of body diameter to wing
span was held constant to preserve an affine relationship for the wing-body
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combinations. These requirements sre necessary for the transonic simi-
larity parameters and the method of analysis used in reference 1 to be
directly applicable.

SYMBOLS

A aspect ratio

b wing span

% zero-lift drag coefficient

A% zero-lift drag-rise coefficient

~cD correctim to ~ due to interference

% pressure coefficient

c wing chord

D zero-M.ft drag

% zero-lift wave drag.

.-

—

.

—

AD zero-lift drag rise —

d body dismeter

1 body length

M free-stream Mach nuniber

M.A.C. mean aerodynamic chord

q free-stream dynamic pressure

s plan-form area, including portion w~i.hinbody

Sc cross-sectional area

% msximum cross-sectional area

t
z maximum thiclmess ratio of wing

x body longitudinal coordinate, measured from body nos.

a sngle of attack, deg

—

—

.

.

—
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APPARATUS

The experimental study was made in the Ames 2- by 2-foot trsmsonic
wind tunnel, which is of the closed-circuit, variable-pressure type.
The wind tunnel is fitted with a flexible nozzle followed by a ventilated
test section of 6-percent open area which permits continuous choke-free
operation from O to l.k Mach number. Condensation effects are rendered
negligible by maintaining the air in the tunnel at a specific humidity
of less than 0.0003 pound of water per pound of air.

Six wing-body models having triangular wings of aspect ratios, thick-
ness ratios, and other characteristics as given in figure 1 were con-
structed of steel. I?AcA63AOOXairfoil sections were employed in the
streamwise dtiection. Included in figure 1 is a sketch of the body of
revolution which consisted of a K&r&n ogive nose of fineness ratio 6
and a cylindrical.afterbcdy. The m~els were mounted in the wind tunnel
on a sting as shown in figure 2(a). The malels spanned 42 percent of

. the test-section height and blocked from 0.34 to 0.64 percent of the test
section cross-sectional area.

● In order to evaluate the drag rise of the wings to a relatively high
degree of accuracy, the wings were supported by an electrical strain-gage
balance independently of the bdy. Figure 2(b) is a photograph of the
model parts, while figure 3 shows a cross section through the body. The
body was constructed in the form of a sleeve, fitting over the strain-
gage balance, and attached directly to the wind-tunnel sting. The wings
were attachd to flush-surfaced ribs extending through slots in the sides
of the body; the ribs were in turn rigidly attached to the forepart of
the balance. Clearance between the bdy and the ribs was less than
0.005 inch. An electrical fouling circuit was provided for detecting
any contact between the body and the parts of the model which were
attached to the balance.

TESTS

The test program consisted of the measurement of the zero-lift drag
of the six wings when mounted on the body, the measurement of the friction
drag of the flush surfaces of the ribs to which the wings were attached,
and a special test consisting of the measurement of the pressure distri-
bution along the cylindrical portion of the body with no wings installed.
The latter test was performed to determine the magnitude and extent of
pressure perturbations in the flow field in the region occupied by the
wings and is discussed in detail in the Appendix.

The procedure followed in rumning the tests was to set the angle of
attack of the m&kl at 0° and operate the wind tumnel through the desired
range of Mach numbers. Drag data were obtained at 22 Mach numbers rsmging
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fromO.6 to 1.4. A Reynolds munber of 1.0
aerodynamic chord cf the exposed wing plan
constsnt for the tests.

Test data were tsken tith and without
on the wings and body. Since there was no
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million, based on the mean
fo~ of each mcdel, was held

bo~dery-layer tripping devices
essen.ti.aldifference in the

.
b

drag rise ~ the &s under these two conditions, only the results from
the tests without tripping devices are presented.,,. —_

REDUCTION AND PRECISION ~ DATA

All wag coefficients are based on the wing area including the
portion within the body.

The total drag reported herein is the drag of the wings as measured
less a portion of the friction tiag measured~wh& the body was tested
alone, that is, without wings attached to the flush surfaces. The portion
of the friction drag subtracted was determin~ by computing the ratio of
the exposed area of the flush surfaces with wings attached to the total
flush-surface area. This correction was smafi percentsgewise and in no
case exceeded a drag-coefficient value of 0.0012.

To obtain the sonic drag rise, the subsonic drag at M = ().6 was
subtracted from the sonic drag value. Since “thetransonic similarity
parameters, used herein to present the dataat sonic speed, apply to the
pressure or wave drag, the tacit assumption is that the drag rise approxi-
mates the pressure drag. The reasoning @volved, of course, is that the
change in friction drag over the Mach numbe~ range of interest was
negligible and that no serious Mount of flow separation occurred.

—

.

—

Further small corrections were made to the drag data due to the
presence of pressure perturbations in the flow in the region of the wings

—

caused by body-nose and wind-tunnel-wall interference. In order to indi-
cate the order of magnitude of corrections of this type, the total drag
data presented subsequently are shown with and without these interference
corrections applied.

Apart from the small systematic corrections to the data discussed
above, certain random errors of measurement exist which determine the
precision or repeatability of the data. An &nalysis of the precision of
the Mach number, angle of attack, and drag coefficient has been made,
and the random uncertainties at three representative Mach numbers are
given below: M-

.

.
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lM=0.81M =l.0]M=l.21

}CDl *.0002 I *.cxlo3 i *.0002 I

RESULTS AND DISCUSSION

The experimental-results for the six triangular plan form wings in
terms of ‘totaldrag coefficient versus Mach number are presented in figu-
re 4. included in the figure is the effeet on the drag coefficient of
the interference pressure field discussed previously. It is to be noted
that the interference effect, while small for most of the wings, is most
pronounced in the low supersonic speed range where transonic wind-tunnel
interference has previously been knowm to exist. Since obtaining accurate
data at sonic speed was the primary concern of the present tests, it is.
of particular interest to note that the interference effect at a Mach
?mnnberof 1 is negligible.

d

To define the range of applicability of the transonic area rule to
affinely related wings, the geometric pamn?eter used at M = 1.0 is
A(t/c)L/S. The limitation to the area rule can be found by plotting the
variation of the reduced drag-rise coefficient, ~/(t/c)5’s, with
A(t/c)LIS, the limiting value being given by the point where the curve
formed by the data points departs from a straight line through the origin.
A detailed explanation of the reasoning behind the foregoing,statement
is givem by Spreiter in reference 1. A short summary of the explanation
is as follows:

The transonic area rule states that the variations of AD/q with
Mach ntier are the same for all low-aspect-ratio wing-body combinations
having the same longitudinal area distribution Se(x). Jm notational
form and from a slightly different point of tiew,

LD

[ 1

Sc (x/c)
—=fM, C2q(32

(1)

If attention is confined at M = 1.0 to a family of affinely related wings
so that the area distribution is specified by giving, for instance, the
chord, c and the ratio ~~ or its equivalent in terms of aspect ratio
and thickness ratio, equation (1) can be rewritten as

.

.
g= (%yf[<:)] (2)
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where Sm is the maximum cross-sectional area. This statement says that \

the drag rise at a Mach number of 1 for a family of affinely related wings
is proportional to the product of the squaremf the maximum cross-sectional
area times some fumction of the product of the aspect ratio and thickness
ratio.

In contradistinction, the transonic
pressure drag at M = 1.0 of sn effinely
symetric sections is given by

similarity rule states that the
related family of wings with

~= (?J+cv’”] (3)

The assuuq?tionis made that the drag rise closely approximates the wave
drag at M= 1.0, smd correspondingly,AD/qc2 maybe considered equal
to Dw/qc2. The argument then proceeds that if both rules, equations (2)
and (3), are to be true, the drag depends on neither f[A(t/c)]
nor f[A(t/c)li~]. This leads to the relation

where K is some constant.

AD . 2

(%) K
-c

(4)

Equation (4) can be rewritten as

which, of course, defines a straight line through the
where the terms on the right and left of equation (~)
and ordinate, respectively.

(5)

origin on a figure
are the abscissa

Shown in fi~e 5 is the variation of the reduced sonic drag-rise
coefficient,ACD/(t/c)5’s versus A(t/c)LjS for the present family of
triangular wings. For comparative purposes, the Previous data (ref. 1
or 2) for wings with rectangular pi-a form &e in&ded. The figure shows
that for triangular wings, the data are in agreement with the transonic
area rule for values of A(t/c)lj~ up to 1.3. 71hislimit is not too
well defined, however, since the divergence of the data from a straight
line at higher values of A(t/c)lls proceeds slowly, and is not as
pronounced as it is for rectangular wings where disagreement occurs
abruptly at A(t/c)lls = 1.0.

As a further aid in visualizing the form of the drag curves in
figure 5, it should be mentioned in passing that as A(t/c)l/S + m,
the reduced drag-rise coefficient for both plan forinsasymptotically
approaches the sane two-dimensional value.

.

.

.-
—

-..—

._

b

.

.
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The foregoing discussion has served to show, as
in reference 1, that the usefulness of the transonic

4 extended beyond the original statement of the rule.

was also discussed
area rule can be
The drag rise at

sonic speed of a member of an affinely related fsmily of wings can be
predicted from lmowledge of the sonic drag rise of another member of the
fsmily, if both wings are within the range of applicability of the
transonic area rule. This result, which uses both the transonic simil-
arity rule and the transonic area rule, cannot be deduced from either
rule alone.

It might at first be inferred that a direct drag correspondence at
M = 1.0 would exist between the present triangular wings with
A(t/c)~13 < 1.3 and their equivalent bodies, which in the present case
are recognized as being represented by an ircl?initecylindrical body with
an axially symmetric bump having the same longitudinal area distribution
as the wimg. Actually, however, as has been investigated theoretically
in reference 3, this correspondence does not always hold. Ih fact, for
the present triangular wings, calculations based upon equation (153) of

. reference 3 indicate that the sonic drag rise of the equivalent body is
approximately half that of the wing. This difference is associated with
discontinuities in the longitudinal area distribution that occur at the

k trailing edge of the wing, and canbe removed (at least theoretically)
by reducing the trailing-edge angle of the wing sections to zero by
cusping the trailing-edge region.

It might also be inferred from the present results that for the
triangular wings tested with A(t/c)llS < 1.3, mounted on an area-rule-
compensated, infinite cylindrical body, the sonic drag rise would be zero.
Unfortunately, the difficulty that arises between the wing and its equiva-
lent body discussed in the previous paragraph would occur and the zero
drag-rise condition would not be obtained. However, the difficulty can
again be removed in the manner mentioned above.

CONCLUDING REMARKS

The results of an experimental investigation performed to determine
the range of applicability of the-transonic area rule for wings with tri-
~r Pl~ form~ NACA 63AOOX airfoil sections in the streamwise direc-
tion, and centrally mounted on a s~ted infinite cylindrical body,
show that the data at sonic speed are in agreement with the transonic
area rule for values of aspect ratio times thickness ratio to the one-
third power [A(t/c)l/s] up to 1.3. This result applies strictly for the
conditions stated above. However, it is to be expected that changes in.
wing section, or body dismeter to wing span ratio (even for a body diameter
to wing SpSJI ratio of zero), would not alter the result significantly.

—

.
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It might be inferred that the’ltiitation found, A(t/c)lJ3 . 1.3,
defines the range qver which the present triangular wings and the corre-
sponding equivalent bodies would have the sd= sonic drag rise, and slso
the range for which -amarea-rule-compensated.wing-bodycmibination
consisting of an infinite cylindrical body arida triangular wing would
have zero drag rise at sonic speed. It is pointed out, however, that
the calculated flow in the region of the tra$iing edge contains dis-
continuities, and for these drag relations to be satisfied, cusping of ‘“’
the trailing-edge region would be necesssry.

● ✎✎�

—

Ames Aeronautical Laboratory
National Advisory Ccnmnitteefor Aeronautics

Moffett Field, CaLif., Sept. 25, 1956
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EVALUATION OF BODY-NOSE

Experimental measurements

APPENDIX

AND WIND-TUNNEL-W~ INTERFERENCE

were made of the pressure distribution
along the cylindrical portion of the body surface in the region normally
occupied by the wings. The purpose of the test was to determine approxi-
mately the effect of the expected interference pressure field on the drag
coefficient of the wings. Since the desired test shape is re~resented
by an infinite cylindrical wing-bcdy cotiination with a uniform flow
field approaching the wings, my deviation from these conditions due to
the presence of the body nose or due to interference from the tunnel
walls caused by the presence of the body, or, for that matter, by the
wings themselves, would be expected to cause errors in the measured drag.
As there is no direct way of evaluating the interference effect from the
wings, only the effect d the body has been evaluated.

The test consisted of measuring the surface pressure at 14 locations
along the body. Angle of attack and angle of yaw were adjusted to zero.

* The Mach number was varied over the ssme range and adjusted to the same
values as for the tests performed with the wings. Data were obtained at
two values of Reynolds number, one corresponding to the seineReynolds
number per unit length as used for wing A and the other corresponding
to the value used for wing F. The results d the tests =e presented
in figure 6. Only the data obtained for the Reynolds number corresponding
to the value used for wing F are shown, since the effect of Reynolds number
on the pressure distribution was minor. The figure shows that for subsonic
Mach numbers the pressure perturbations along the body were negligible,
whereas for supersonic flow, particularly for Mach numbers between 1.02
snd 1.12, the pressure perturbations are large and, correspondingly, the
effect on the drag of the wings would be expected to be significant.

To compute the effect on the drag coefficient of the wings the fol-
lowing simplifying assumptions were made: (1) the addition of the wings
to the configuration will not change the amount of interference present
(i.e., the additional flow field due to the wings adds linearly to the
existing field), smd (2), the pressure distribution measured on the body
is asswned to extend radially at least out to the tips of the wings with
.nochange in characteristics. These assumptions represent a fair approxi-
mation to the true state of sffairs at transonic Mach numbers, but become
increasingly in error as the Mach number is raised to higher supersonic
vslues. The drag corrections to be computed, therefore, can only be
considered approximate snd, particularly at the higher Mach numbers,.
represent only the order of magnitude of the actual corrections.
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The drag corrections were computed by multiplying the experimental
pressure distribution, ~(x), by the derivative of the longitudinal area
distribution, S&(x), of the wings and then integrating the result. In
notational form,

J
c

WD=$ Cp(x)s:(x)dx
o

where S is the reference plan-form exea. The results of the computa-
tions are illustrated by the difference between the two sets of curves
shown in figure 4. It is to be noted that the maximum corrections occur
in the low supersonic Mach number range where wind-tunnel interference
has previously been known to exist. The corrections are smaller at the’
higher Mach numbers where the accuracy of the corrections is poor.
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*

B I .06

c I .06

D I .06

E I .06

F [ .06

A

2.046

2.556

3.322

4.090

4.856

5.624

A (t/c)+ IChord at
~of body

.7

Lo

1.3

1.6

1.9

2.2

9.771

7.830

6.023

4.894

4.121

3.559

Span

10

10

10

10

10

10

6.473 48.84

5.220 39.16

4.016 30.I2

3.263 24.47

2.747 20.61

2.373 t 17.80

(a) Table of triangul.sr-wingcharacteristics; dimensions in inches.

25 -

1

““+ +4+ 3“

.

/
I

\ —-?-
K&m& ogive nose F[ush surfaces \
fheneSSratio.6

L
0.60” X 8.5” ‘\ I

Trailing - edge location

N

for all wings

(b) Details of body; dimensions in inches.

Figure 1.- Table of wing characteristics and geometric details of bcdy.
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A-20889

(a) Installation in the Ames 2- by 2-foot transonic wind tunnel.

.— .-... -_

- .;/
./”

./-
.. ---

—— __ -. _____

—.- ---- =:--

.

.—
(b) Exploded view of model psrts. A-ao90a

Figure 2.- l?ypicalmodel installation and view of model psrts.

—
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Figure 3.- Croa+sectlond view of model construction.
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.020
(a) o Wing A

❑ Corrected for
interference

,016

.012

.008

Y

.004

0

.020
(b) O Wing B

❑ Corrected for
interference

.016

.012

.008

.00

0
.6 .7 .8 .9 1.0

Mach number,

Figure 4.- Variation of zero-lift dr~
various wings.

1.1

M

with

1.2 L3 L4

Mach number for the

.

d
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.020
[c} O Wing C I I

A

.

●

I
.016

.012

.008

.Oof!t~

o

❑ Corrected for
interference

.020
[d) O Wing D

❑ Corrected for

.016

k
I

.o121—

.008r
EL

.004

17

T
T

.

+

.6 .7 .8 .9 1.0 [.1 1.2 [.3 1.4

Mach number, M

Figure 4.- Continued.
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.020
(e) o Wing E

❑ Corrected for

.016
interference

.012

.008

0 .

.020
(f) o Wing F

❑ Corrected for
interference

.016

.012

.008

.004()

o
,6 .7 .8 .9 10 1.1 1.2 1.3 1.4

Mach number, M

Figure h.- Concluded.
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I
M = 1.0 /

/

I

I f Rectangular

y
form wings (ref. 2)

/
/

/

/ n
/

/

plan form wings
/

/0

/
/

/

/
.-

A (t/C)+

1.5 Z.4

Figure 5.-Comp=ison of the drag rise at sonic speed for trisxgul.sr
and rectangular plan form wings in transonic similarity form.
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0 Reynolds number for wing F

❑ Rerun

Region d survey

%

-.04
~ m.6~

o

.04
M =.700

.04
M ..600

0

.04
M * B52

o

.04
M ■ .902

0
D m 9 2 0

u
m “ o + t I

.04
M =.922

o

+ .04
.5 .6 .7 .8

VI

(a) Subsonic Mach numbers.

Figure 6.- Experimental pressure distribution
CyliIldriCd body.

on afterportion of

.

.

.
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(b) T5w.nsonicMach numbers.

Figure 6.- Continued.
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Cp

-.04

0
1

.04
M =1.121

. %

o

.04
M =L150

o
. 4 ~c b-n

.04
M =1.200

o

.04
M =1250

0 \ J
o

.04 -
M =1.300

.04 ~
M =1.350

0
*

o

.04
M =1.400

+.04
.5 ,6 .7 .8 .9

‘A

(c) Supersonic Mach nuuibers.

Figure 6.- Concluded.
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